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REVISION DATA
SYM| ECN DESCRIPTION DATE | APPROVED
Chang Tin size 016.11.25| JackyHu
A Adding connector description  |2017/05/08 Durant
D A Change the size of tie wire 2019.02.21 KevinSun
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| P2 BLACK PIN? (CABLE 1)
S ) ‘ P RED -
[ O N W | GJ—O‘ PINT
PIN1 ._‘[g %H BLACK
$2.50£0.15 ‘ S+—@ RED (CABLE-2)
5 PIN 2,3 O—L@‘P“ &l o ‘ BLUE
NOTE: | &—— e BLUE
1.100% test,short,open,miswire | oy |
2 Insulation resistance:10MQ(Min) \ CP? | N/C (CABLE-3)
3.Contact resistance:2Q(max.) \L Gﬂ—O BLALK
4.Test Voltage:300V DC -
5.All materials shall comply with RoHS
6.Part must meet IPC/WHMA-A-620B CLASS 2 A
RS KWt R T B A IR
5525 Male black PBT PL
CONN ale blac e I | PCS natconn GUANGDONG NATCONN ELECTRONIC CO.,.LTD
PCBA L=25 W=17 H=1.6 G
4 PCBA C mm mm mm Green 1 PCS TOLERANCE.| PROJECTION @_ 'E' TITLE.

A3 CABLE SR CABLE L=3100mm 1 PCS ANGLE £--- DATE 2017/05/08 2.5DC G5 Daisy Chain Junction Box
2 CABLE SR CABLE L=2100mm 1 PCS iiix ::: DRAWN Durant CUSTOMEI;\}/A CUS'IX%/IEE(;{OPI/Z:SS_MD Eﬁx
1 CABLE 5525 DC CABLE L=3100mm 1 PCS X ... |cHECKED % PART NO':N/A DRAWSXH\{%O%B REV:

TE PART NAME DESCRIPTION Q'TY| UNIT X. +-- | APPROVED | pn447 |0 |UN“‘ mm | SCAE ONFJ SHEET: 115
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6 5 4 2 1
REVISION DATA
SYM| ECN DESCRIPTION DATE (6}
The high of moulding from 18mm to 20.5mm(ref) — APPROVED
Chang Tin size 016.11.25| JackyHu
/ A Updated drawing specification 2017/05/08 Durant
,I 8 mm 3000 + 50 A Change the size of tie wire 2019.02.21 KevinSun
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DC connector location
PCB View
NOTE:

1.100% test,short,open,miswire
2.Insulation resistance:10MQ(Min)

3.Contact resistance:2)(max.)
4.Test Voltage:300V DC
5.All materials shall comply with RoHS

6.Part must meet IPC/WHMA-A-620B CLASS 2 A\

natconn
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GUANGDONG NATCONN ELECTRONIC CO.,LTD

TOLERANCE:| PROJECTION| @)-E——| TITLE:
ANGLE %--- DATE 2017/05/09 2.5DC G5 Daisy Chain Junction Box
XXXX  £--- CUSTOMER: CUSTOMER P/N: REV:
2 PVC PVC 45P black RoHS 0.01 | KG o DRAWN Durant x R
1 PE PE inner plastic 0.01 | KG X . |cHEckED % PART NO_:N/A DR/\W}EIX %?809022 REV:
ITEM | PART NAME DESCRIPTION Q'TY UNIT X. T APPROVED 2“‘;3 A_\—lzé? SIZE: A4 |UM1-; m SCALE: ONFJ SHEET: 5/
6 5 4 2 1
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9] 5 4 2 1
REVISION DATA
SYM| ECN DESCRIPTION DATE | APPROVED
Chang Tin size 016.11.25| JackyHu
A Additional quality Description 2017/05/08 Durant
D A Change the size of tie wire 2019.02.21 KevinSun
310030
10£2
11.2+0.3
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>
Removeing a little NI plating thickness before <§E
soldering <]
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WIRE LIST
NOTE: _
1.100% test,short,open,miswire
2.Insulation resistance: 10MQ(Min) Pl COLOR P2
i.ggsr}[ta\l;:(t)lrtgsgl;tgggifélémax.) electronic wire must be into the hole and hook NC Red !
5.All materials shall comply with RoHS the hole before soldering NC Black 2
6.Connector barrel to be clean&free from debris
7.No cuts or visible damage to leads permissible N -
8.No visible sink marks permitto visible sink marks permitted natcon n®f «é’: éﬂ] % }i L % ﬂif'ﬁ‘/ﬁ— F&/h\ 5«]
9.Remove area of ni-plating berore soldering
10.Part must meet IPC/WHMA-A-620B CLASS 2 A\ GUANGDONG NATCONN ELECTRONIC CO.LTD
TOLERANCE:| PROJECTION| @)-E——| TITLE:
Al 3 PVC PVC 45P black RoHS 0.01 | KG ANGLE+—  |pATE 2017/05/08 5525 DC CABLE L=3100mm
2 CONN 5525 TV 23L Female black PBT insulation 1 | PCS igx I DRAWN Durant | STOVER CUSTOMER PN VD
1 CABLE 2464#26*2C(Red Black) OD5.0 PVC Jacket Black 315| M X  +.. |CHECKED % PARTNO: DRAN N N 02 REV:
ITEM | PART NAME DESCRIPTION Q'TY| UNIT X. +-- | APPROVED | pn4s4~ |s2& |UN“‘ mm | SCAE ONFJ SHEET: s
6 5 4 2 1
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6 5 2 1
REVISION DATA
SYM| ECN DESCRIPTION DATE | APPROVED
Chang Tin size 016.11.25| JackyHu
A Change measure Desc and others | 2017/05/08 Durant
A Change the size of tie wire 2019.02.21 KevinSun
2100£30
A 35+5
10£2 5+1 TIN3+1
TIN3£1 |__ ] -
P1 - | 4l P2
? \
)

NOTE:

1.100% test,short,open,miswire

2.Insulation resistance: 10MQ(Min)

3.Contact resistance:2{)(max.)

4.Test Voltage:300V DC # n

5.All materials shall comply with RoHS ® S % A @, F AR 40~ AT PR 2\ 3]

6.Part must meet IPC/WHMA-A-620B CLASS 2 A\ natconn HAR ST A

GUANGDONG NATCONN ELECTRONIC CO.,LTD|
TOLERANCE:| PROJECTION| @)-E——| TITLE:
ANGLE #--- DATE 2017/05/08 SR CABLE L=2100mm
2 PVC PVC 45P black RoHS 0.01 | KG iiix ::: DRAWN Durant CUSTOMEI;\}/A CUSK)%F(;{OIYZ:SQMD Eﬁx
1 CABLE 2464#26*3C(Red Black Blue) OD5.0 PVC Jacket Black 2101 M X ... |cHECKED % PART NO':N/A DRAWSXH\{%O%B REV:
ITEM | PART NAME DESCRIPTION Q'TY| UNIT X. +-- | APPROVED | pn 44~ |28 Al |UN“': mm | S ONJ SHEET:
6 5 2 1
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6 5 4 2 1
REVISION DATA
SYM| ECN DESCRIPTION DATE | APPROVED
Chang Tin size 016.11.25| JackyHu
A Updated drawing specification 2017/05/08 Durant
A Change the size of tie wire 2019.02.21 KevinSun
3100+30
10£2 20£3
TIN3+1 TINS5 +1
/7®
Pl 3§ P2
R AL TR
NOTE:
1.100% test,short,open,miswire
2.Insulation resistance: 10MQ(Min)
3.Contact resistance:2{)(max.)
4.Test Voltage:300V DC - .
5.All materials shall comply with RoHS t ® S ,4‘ gp{l % Y 3 4, % J& 4o~ ;ﬁ‘ FE 2\ 3]
6.Part must meet IPC/WHMA-A-620B CLASS 2 /A natconn GUANGDONG NATCONN ELECTRONIC CO.LTD
TOLERANCE:| PROJECTION| @)-E——| TITLE:
ANGLE #--- DATE 2017/05/08 SR CABLE L=3100mm
2 PVC PVC 45P black RoHS 0.01 | KG iiix ::: DRAWN Durant CUSTOMEI;\}/A CUS'IX%/IEE(;{OPI/E:ZI_MD Eﬁx
1 CABLE 2464#28*2C(Black Blue) OD3.0 PVC Jacket Black 3.10| M XX ... |cHECKED % PART NO':N/A DRAWSXH\{%O%B REV:
ITEM | PART NAME DESCRIPTION Q'TY| UNIT X. +-- | APPROVED | pn&24~ |58 A4 |UN“‘ mm | SCAE NONFJ SHEET:
6 5 4 2 1
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