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Technical Data
1.Material:
1.1 Contact:brass,tin plating
.00* —1)+0.
2.007(contocts 71)£0.15 1.2 Insulator:PA66,UL94V-2,RoHS
2.00 2.Electrical:
2.1 Current rating:2A/contact AC,DC max.
j B e E E @ \Y B E E E @ t - 1 ﬁ} © 2.2 Voltage rating:250V AC,DC
2.3 Contact resistance: <20mQ/contact
¥ 2.00(positions+1)+0.30 Recommended PCB 2.4 Insulation resistance: 21000MQ at V=100V
‘ ‘ Board Layout(*0.05) 2.5 Dielectric strength:800V/min.
3.Mechanical:
3.1 Operating temperature: -25°C to+85°C
4 Critical Dimensions: ¥
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¥ 2.00%(contacts—1)£0.25 ‘ | 3.554+0.25
Ordering information
WEBTXX — A XX T 02 X Packing natconh® I E R OT R IR E]
T T T 1.General \ GUANGDONG NATCONN ELECTRONIC CO.,LTD
, 2. Tape&Reel| | TOLERANCE: PROJECTION| €-£— TITLE:
No. of PinS contact Plating  COLOR ANGLE£2° | DATE 2014/04/01 2.0 Wafer 90° "K" Type
01=Tin A=BLACK 3.Tube X.XXX £0.01 AR | CUSTOMRR: CUSTOMER P/N: REV:
02=Gold Flash B=GREY XXX 4005 |PRAWN KAk N/A N/A N/A
- 4 . T ray : " A PART NO.: DRAWING NO.: REV:
D=WHITE XX  +035 |CHECKED R WFBIXX-AXXT02X | A
5.0ther X. 4050 |APPROVED | skfd |57 ‘UN”: mm [ [
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